H3C core switch does not shut down
when power is changed

Overview

This symptom is very likely caused by a Console terminal setting error. In this case,
check that you have set the baud rate to 9600, data bits to 8, parity to None, stop
bits to 1, flow control to None, and select VT100 as terminal emulation. To prevent a
failure from causing loss of configuration, save the configuration each time you finish
configuring a feature. When you troubleshoot the switch, follow these general
guidelines: - To help identify the. This section describes how to troubleshoot
unexpected switch reboot, power supply failure, and fan tray failure. To troubleshoot
ports, see " Troubleshooting ports. " The switch reboots unexpectedly when it is
operating. CRC error has occurred or that no system software image is available
during the BootWare loading process, reload the system. No part of this manual may
be reproduced or transmitted in any form or by any means without prior written
consent of Intelbras S. A Except for the trademarks of Intelbras S. A, any trademarks
that may be mentioned in this document are the property of their respective owners.
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execute the display power command to verify that the power supply has changed to
Normal state. If the power supply remains in Absent state, replace the power supply.
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info-center synchronous By default, the system does not redisplay entered-but-not-
submitted commands. For more information about this command, see information
center commands in the
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guidelines: - To help identify the failure cause, collect system and configuration
information, including: ? Symptom, time of

H3C Switch Command Mastery: Streamlined Configuration

Our expert-led walkthrough includes live command examples, common error
resolution, and performance optimization techniques verified by H3C"s official
certification labs.

H3C User Manuals Download | ManualsLib

View & download of more than 5175 H3C PDF user manuals, service manuals,
operating guides. Switch, Network Router user manuals, operating guides &
specifications

© 2026 Introspec Networks & Infrastructure (Pty) Ltd - All rights reserved



Page 3/4

Why Does H3C Switch Rollback Get Stuck? Is Your Network Facing

Why Does H3C Switch Rollback Get Stuck? Is Your Network Facing Critical Freeze
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If the current power, average power, and peak power of the PoE interface are close to
or reach the maximum power of the PoE interface, execute the poe max-power
command to configure the
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rebootSee more on h3c ManualsLib

H3C S6300 SERIES TROUBLESHOOTING MANUAL Pdf Download

NOTE: This section describes how to troubleshoot unexpected switch reboot, power
supply failure, and fan tray failure. To troubleshoot ports, see "Troubleshooting
ports."

H3C S5800 Core Switch: Hidden Muscle? Can a Core Switch Truly

The H3C S5800 core switch, however, offers a powerful arsenal for downtime
resistance. Its redundant hardware architecture (dual supervisors, power, fans)
provides fault tolerance at the component
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In today''s fast-paced network environments, H3C switches form the backbone of
enterprise connectivity. While many administrators rely on GUI configurations,
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CRC error has occurred or that no system software image is available during the
BootWare loading process, reload the system software image on the BootWare menu
and configure it as the current
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Address: 25 Riebeek Street, Cape Town, 8001, South Africa
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