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Huawei GE optical module single-mode

Overview
The Huawei eSFP GE Single‑Mode Module 1310 nm 10 km LC delivers reliable 1 Gbps
fiber connectivity for long‑distance networks. Designed for enterprise switches and
routers, it supports Digital Diagnostic Monitoring (DDM) for real‑time performance
checks and is hot‑swappable for easy. Sorry, this document cannot be previewed.
Single-fiber bidirectional (BIDI) optical modules must be used in pairs. com with best
price and fast worldwide shipping. It won't have any compatibility problem with your.
Optical fibers are classified into single-mode and multimode fibers. Copyright ©
Huawei Technologies Co. All other trademarks and trade names mentioned in this
document are the property of their respective holders.
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Article Content

Huawei SFP-GE-LX-SM1310 1GE 1310nm 10km SFP

Provides reliable 1.25Gbps single-mode uplinks for campus and branch switches,
cutting fiber upgrade costs by up to 30% versus chassis expansion. Enables

10GE SFP+ Optical Modules

This document provides an overall description of the CE12800 series switches
hardware, helping you obtain detailed information about each chassis, power module,
fan module, card, cable, and

02315200

This Huawei SFP-GE-LX-SM1310 Optical Transeiver, eSFP, GE, Single-mode Module
(1310nm, 10km, LC) is in brand new condition and contains all original packaging and
documentation. The 02315200

Huawei 02315200 Datasheet

Huawei 02315200 Datasheet Huawei SFP-GE-LX-SM1310 Optical Transeiver, eSFP,
GE, Single-mode Module (1310nm, 10km, LC)

Types of Optical Modules

Single-mode fibers support a wide band and large transmission capacity, and are
used for long-distance transmission. Multimode optical modules are used with
multimode fibers.

10GE SFP+ Optical Modules

Single-fiber bidirectional (BIDI) optical modules must be used in pairs. For example,
SFP-10G-BXU1 must be used with SFP-10G-BXD1.

1.25 Gbit/s SFP/eSFP Optical Module

1.25 Gbit/s SFP/eSFP Optical Module You can use different levels of 1.25 Gbit/s
SFP/eSFP optical modules with GE interfaces and 10 GE interfaces. The wavelength of
common

Checking Whether the Optical Fiber and Optical Module

Procedure Check the optical module type. Generally, an optical module has a label
attached, identifying the rate, center wavelength, and mode (single-mode or

10GE SFP+ Optical Modules

Pluggable Module Specifications FE SFP/eSFP Optical Modules GE eSFP Optical
Modules GE-CWDM eSFP Optical Modules GE SFP Copper Modules SFP Stack Optical
Modules 10GE SFP+ Optical
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Huawei SFP-GE-LX-SM1310 1GE 1310nm 10km SFP

Huawei SFP-GE-LX-SM1310 1GE 1310nm 10km single-mode SFP module for Huawei
switches and routers. Check real-time price, stock and lead time. Global

02315200

Huawei SFP-GE-LX-SM1310 Optical Transeiver, eSFP, GE, Single-mode Module
(1310nm, 10km, LC) Brand: Huawei Part Number: 02315200 Condition: Factory

02313URF Huawei GE Single-mode Module 1310nm 10km LC eSFP

Description Huawei - 02313URF GE Single-mode Module 1310nm 10km LC eSFP
Optical Trasceiver Module with Fast Shipping and 30 Days Easy Return Warranty.

Huawei Optical Modules and Cables

02310KVU - Genuine Huawei LE2MGSC40ED0 Optical Transeiver, eSFP, GE, BIDI
Single-mode Module (TX1490/RX1310, 40km, LC)Basic InformationModule

Huawei GE Optical Modules

Buy genuine Huawei GE opitcal modules from GenuineModules with best price and
fast worldwide shipping.

01-10 OPTICAL MODULES

Single-mode optical modules are used with single-mode fibers. Single-mode fibers
support a wide band and large transmission capacity, and are used for long-distance
transmission.

Huawei GE Optical Modules

02310KVV - Genuine Huawei LE2MGSC40DE0 Optical Transeiver, eSFP, GE, BIDI
Single-mode Module (TX1310/RX1490, 40km, LC)Basic InformationModule name:
LE2MGSC40DE0Part Number:

SFP-GE-LX-SM1310 (02315200)

This document provides specifications and details about the SFP-GE-LX-SM1310
optical module for Huawei devices.

Huawei S-SFP-GE-LH80-SM1550 1000BASE-ZX Single

The Huawei S-SFP-GE-LH80-SM1550 is a high-performance, compact 1Gbps single-
mode fiber optic transceiver module designed for long-haul applications.

SFP-GE-LX-SM1310-BIDI-HW

The Huawei Optical Transceiver, eSFP, GE, BIDI Single-mode Module
(TX1310/RX1490,10 km, LC) is guaranteed 100% Compatible and Functional in

OPTICAL MODULES FOR HUAWEI S SERIES SWITCHES
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Single-mode optical modules are used with single-mode fibers. Single-mode fibers
support a wide band and large transmission capacity, and are used for long-distance
transmission.

02315200

It won''t have any compatibility problem with your Huawei devices. And the

1Gbps eSFP Optical Modules

This document provides technical details about 1Gbps eSFP Optical Modules,
including specifications and support information.

Huawei Optical Transceiver eSFP GE Single‑Mode

The Huawei eSFP GE Single‑Mode Module 1310 nm 10 km LC delivers reliable 1 Gbps
fiber connectivity for long‑distance networks. Designed for enterprise

Types of Optical Modules

Therefore, optical modules are also classified into single-mode and multimode
modules to support different optical fibers. Single-mode optical modules are used
with single-mode fibers.

eSFP-GE-SX-MM850, Huawei eSFP Optical

Huawei ESFP-GE-SX-MM850 eSFP 1GE 850nm multi‑mode 0.5km LC optical
transceiver for Huawei switches and routers. Check stock, request quote,

Contact Us

For more information, pricing, or custom solutions, please contact us:

Website: https://introspec.co.za
Email: info@introspec.co.za
Phone: +27 73 849 2156
Address: 25 Riebeek Street, Cape Town, 8001, South Africa

This document is for informational purposes only. Specifications subject to
change without notice.
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