POM Optical Power Meter

Overview

The POM-600 from OZ Optics Ltd. is a Optical Power Meter with Measurement Range
(Power) -65 to 10 dBm, Wavelength Range 900 to 1650 nm (IR), 450 to 1000 nm
(Visible), Calibrated Wavelength 1064 to 1625 nm (IR), 520 to 980 nm (Visible),
Accuracy 5%, Linearity 0. 01 dB; FC/PC, ST, SC, Universal 2. 5 mm Receptacles OZ
Optics SDH series of smart detector heads incorporates the features of a full-function.
The Smart Detector Head incorporates the features of a full-function optical power
meter (except display) in a miniature housing. This makes it ideal for applications
that require multiple detectors in a small space. The term "optical power meter" may
sound generic, but in popular usage, it specifically implies a fiber optic power meter.
Optical Power Meter hand-held display unit. This software is compatible with our
Power (and Energy) Meter Consoles and Interfaces, self-contained Power Meters,
Fiber Power Meters, Extinction Ratio Meters, Photon Counter, Temperature.
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Article Content
Optical Power Meters: Understand Their Uses and Internals

Optical power meters are indispensable instruments for testing and maintaining
modern fiber optic communication and other systems. Learn all about their internals.

POM-400-IR

The POM-400-IR from OZ Optics Ltd. is a Optical Power Meter with Measurement
Range (Power) -60 to 3 dBm, Calibrated Wavelength 1310 nm, 1490 nm, 1550

PON Optical Power Meter - Signal Solutions

The OPM-PON-UP80 acts as a pass-through device, allowing the concurrent
measurement and simultaneous display of all PON signals - voice, data and

Optical Power Meters

VIAVI offers fast, cost-effective, and easy-to-use power meters for installation and
maintenance of single mode and multimode fiber optic networks and advanced,
photonic-layer power meters for lab and

OZ Optics Online | POM-300-IR

Hand Held Optical Power Meter with InGaAs detector and battery, for 800nm
-1650nm wavelength, -75dBm to 10dBm measurement range. Measurements are

POM-400 Fiber Power Meters OZ Optics

OZ Optics'" POM-400 series are miniature-sized fiber power meters covering a range
of popular wavelengths. The ultra-compact size and user-friendly keypad makes

Optical power meter

An increasingly common special-purpose OPM, commonly called a "PON Power Meter"
is designed to hook into a live PON (Passive Optical Network) circuit, and
simultaneously test the optical power in

Optical Parameter Monitor

Software with graphical user interfaces for operating Thorlabs" power and energy
meters (except PM320E) and other compatible devices, device drivers, and run

Optical power meter

An optical power meter (OPM) is a device used to measure the power in an optical
signal. The term usually refers to a device used for measuring the average power in
fiber optic systems.

Power meters for fiber networks | EXFO
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Power meters Power meters are a toolbox essential for all technicians installing or
maintaining any type of fiber networks. From general-purpose meters to meters
optimized for certain types of

POM-500-VIS-D

The POM-500-VIS-D from OZ Optics Ltd. is a Optical Power Meter with Measurement
Range (Power) -60 to 3 dBm, Wavelength Range 450 to 1000 nm,

POM-300 Fiber Power Meters OZ Optics

OZ Optics'" POM-300 series of handheld fiber power meters offers high resolution with
a wide dynamic range covering a broad spectrum of wavelengths. A user

Power Meters

Power Meters Available From Stock AMS Technologies carries a choice of shirt-pocket
and handheld power meters available from stock that allow for quick and

OZ Optics Online | POM-110

Optical Power Meter hand-held display unit. AC powered only.12 V AC/DC power
supply adaptor included.

SDH/POM-110 Fiber Power Meters OZ Optics

OZ Optics'" POM-110 series of hand-held display units can be used with the smart
detector head as a conventional stand-alone power meter. Using the keypad, the
operator can configure the sampling

POM-500-IR-D

The POM-500-IR-D from OZ Optics Ltd. is an Optical Power Meter that operates at a
wavelength of 900 nm - 1650 nm. It has calibration wavelengths of 1620 nm, 1550
nm, 1480 nm, 1310 nm & 1064 nm

SDH/POM-110 Fiber Power Meters OZ Optics

The SDH features high optical power measurement, programmable sampling rate,
optional analog voltage output, and low power consumption. Several units can be
used simultaneously to create a

Optical Power Meters

Optical Power Meter (OPM) from AFL measures optical power in fiber optic networks,
also measures insertion loss of MM or SM cables if used with Light Source.

GoPhotonics Presents Precision Optical Power Meters

GoPhotonics presents a comprehensive range of optical power meters from leading
global manufacturers, designed to meet the precise

SDH/POM-110 Fiber Power Meters OZ Optics
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Custom optical accessories can also be provided which can directly attach to the
front of the Smart Detector Head, as shown in one of the photographs on the
previous page. This can include such

POM-300-IR

The POM-300-IR from OZ Optics Ltd. is an Optical Power Meter that operates at a
wavelength of 800 nm - 1650 nm. It has calibration wavelengths of 1625 nm,

POM-500 Fiber Power Meters OZ Optics

Pocket Size Optical Power Meters; 450 to 1650 nm; Power Measurement -60 to +3
dBm; Accuracy +5%; Resolution 0.01 dB; FC, SC, ST, LC Receptacles OZ

Contact Us

For more information, pricing, or custom solutions, please contact us:

Website: https://introspec.co.za

Email: info@introspec.co.za

Phone: +27 73 849 2156

Address: 25 Riebeek Street, Cape Town, 8001, South Africa

This document is for informational purposes only. Specifications subject to
change without notice.
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